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+6 Nov. 1958 


SPECIFICATIONS OF COMPUR SHUTTERS 
Size 00 and 0 





Designation Type No. Synchronisation 


STNIEHRO-COMPURSOMAY. Tens: ‘in0s900) Kandin Contacts 
with tensioning ring 


SYNCHRO-COMPUR 0-MXV 


: on ase oe CN-1210-000,  X and M Contacts 
with tensioning ring 








5 
auB 
'5x0,5) 


Shutter speeds: B, 1, 2, 4, 8, 15, 30, 60, 
125, 250, 500 @ Light value scale @ Self- 
timer @ Tensioning ring; tensioning lever 
® Tensioning and release lock @ Contact 
nipple on housing @ Through hole for 
range-finder shaft @ Choice of several 
front plates. 


M 22,5 x0, 

M 22,5x0,5 

(M 29,5 0,5) 
M 25x05 


47,5 8 (58,58) 
(M29,5x0,5) 


17,8 § (24 9) 


if 


(M32; 





() Dimensions in brackets apply to model CN-1210-000 

Dimensions in mms. 
jiometer 

Dimensions are subject to alterations 


Designation Type No. Synchronisation 


SYNCHRO-COMPUR 00-MXV 


Standard CN-1110-010,  X and M Contacts 


COMPUR-RAPID 00-XV 


Standard CN-1112-010 X Contact only 





Shutter speeds: B, 1, 2, 4, 8, 15, 30, 60, 
125, 250, 500 @ Exposure times indicated 
@ Light value scale @ Self-timer @ Ten- 
sioning and release shaft @ Detent grooves 
for M-X lock @ Contact lug at rear @ 
Through hole for rangefinder shaft @ 
Choice of several front plates. 





Dimensions in mms. 
@ = diameter 
Dimensions are subject to alterations 


COMPUR-WERK MUNICH 








Designation Type No. Synchronisation 


STEEREFCOMTUROEMAN: beni THii056) Mandihl Contacts 
BH Reflex 























Shutter speeds: B, 1, 2, 4, 8, 15, 30, 60, 
125, 250, 500 @ Exposure times indicated 
@ Light value scale @ Self-timer @ MX- 
shifting ring lock @ Contact lug at rear 
© Preset diaphragm @ Shutter opening 
device @ Singleshaft drive system @ Rigid 
lens mount @ Bayonet mount with lock for 
ona Le quick-change lenses. 

Dimensions in mms. 


@ = diameter” 
Dimensions are subject to alterations 
































Discontinued, with rare exceptions; has been replaced for serial production by type CN—1110—024 (see 
SPECIFICATIONS OF COMPUR SHUTTERS, Page 7). 





Designation Type No. 


Synchronisation 


ica O0-MXV  CN-1110-030,_ X and M Contacts 





ACARD 





Shutter speeds: B, 1, 2, 4, 8, 15, 30, 60, 
125, 250, 500 @ Exposure times indicated 
© Self-timer @ Large inside diameter @ 
No diaphragm @ Light value scale for 
Compur quick-change mount @ MX-shift- 
ing ring lock @ Contact lug at rear @ 
Tensioning shaft and release lever @ Rigid 
lens mount @ Bayonet mount with lock 
eo dedeed for quick-change lenses @ Through hole 
Dimensions in mms, 


= diometer . for rangefinder shaft. 
Dimensions are subject to alterations 














Discontinued, with rare exceptions; has been replaced for serial production by type CN—1110—034 and 


has additionally been extended to a 'wide-opening reflex’ type CN—1110—035 (see Specification, Page 5 
and 7). 


COMPUR-WERK MUNICH 





pis September 1962 


SPECIFICATIONS OF COMPUR SHUTTERS 


Sizes 1 to 5 





Designation Type No. Synchronisation 





~ SYNCHRO-COMPUR | 
with tensioning ring | 


CN-1307-000 X and M Contacts 








Shutter speeds: T, B, 1, 2, 5, 10, 25, 50, 
100, 200, 400 @ Self-timer @ Tensioning 
ring; release lever; nipple for cable 
release 

Tensioning and release lock @ Contact 
nipple on housing; contact lug at rear 
optional @ Choice of several front plates 
@ Shutter opening device. 


M36 x0,75— .! 


M40 x0,75——+} 
296——>} 
—M 39 x 0,75 ——+} 


ee 


Dimensions in mms, 


@ = diameter 
Dimensions are subject to alterations 





Designation Type No. Synchronisation 
COMPUR 2-X Tube 5/! CN-1408-012 X Contact 
COMPUR 2-X Tube 5/Il CN-1408-013 X Contact 
COMPUR 2-X Tube 6/ll_ | _CN-1408-015 | __X Contact 





CN-1408-012 
CN-1408-013 











Shutter speeds: T, B, 1, 2, 5, 10, 25, 50, 
100, 200 @ Tensioning and release lever; 
nipple for cable release @ Contact nipple 
on housing. 








Dimens. CN-1408-012 CN-1408-013 CN-1408-015 
458 458 49,65 
lg x 40. p.i. (642) 
CN-1408-015 50 | 50 55,80 

XD hst.p. i. (50°) 


Dievenstora ta mms, - 5 30,80 
@ = diameter SS = 
83 12,20 


A 











Dimensions are subject to alterations 
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Designation Type No. Synchronisation 
COMPOUND 3-XTube7 | _CN-1509-000 X Contact 
COMPOUND 4-X Tube 9 CN-1609-000 X Contact 
_COMPOUND 4-X Tube 10/I|_| _CN-1609-012 X Contact 
COMPOUND 5-X Tube 12/1 | CN-1709-000 X Contact 
X Contact _ 


COMPOUND 5-X Tube 12/1 CN-1709-011 








@ Shutter speeds: 

Type 1509: T, B, 1, 2, 5, 10, 25, 50, 75, 100 
Type 1609: T, B, 1, 2, 5, 10, 25, 50,75 

Type 1709: T, B, 1, 2, 5, 10, 25, 50 

@ Tensioning and release lever; nipple 
for cable release @ Contact nipple on 
housing @ Shutter speeds controlled by 
pneumatic brake. 











Dimens. CN-1509-000 |CN-1609-000 CN-1609-012 CN-1709-000 CN-1709-011 


55,69 6220 67,92 82,77 82,77 
x 404. p. i. 64°) 
6 | «(659 «| «C767—S«|Sss« MQ 
2M hst.p.i.(50) ——__|__x 1 mm pitch (60°) 
p 520 | 64,5 @ 
87 o 108 @ 125,50 
a 50 45 74 60 
157 19,3 33,2 25,2 
Dimensions in mms, 


@ =diometer * 
Dimensions are subject to alterations 


COMPUR-WERK MUNCHEN 


A 











* 66 August 1957 


SPECIFICATIONS OF COMPUR QUICK-CHANGE LENS MOUNTS 
Size 00 


These interchangeable lens mounts for shutters with enlarged diameter SYNCHRO-COMPUR 00—MXV 
CN-1110-030 without meter-coupling system are not anymore produced in series. New types of these 
models see page 5. 


Type A/1 Type A/2 








M22,5x0,5-»! 
sical 


L 
—_— 50,6 — 


[ 








Le M22,5x0,5 A 


50,60 — 

















min. dimens. min. dimer | 
Hg in. dimens. | 75 le min. dimens, 


— 19,0 
18,34 L200 ba 


29,6—_4 





Dimensions in mms. 
—diometer : 
Dimensions are subject to alterations 








Possible 
Extension Pitch range of \ t 
f-stops 
up 10.35 50 | 28-16 | land) 85-109 
All 50 42°) 70 | 2-22 7 or77 


COMPUR Quick-Change Mount ie 55 ue ie and ae ue 
00-GV with and without : : : ee 
Rangefinder Cam up to 35 5,0 28-16 | 28,5 
50 70 | 28-22 | 285 200-224 
85 55 70 | 40-22 28,5 or 19,2 
135 70 40-22 28,5 


Max. Focal 
TYPE | ength approx 


Designation 














Automatic depth-of-field indicator @ with 
light value scale @ Light value setting 
when mounted in Synchro-Compur 00— 
MXV “Wide” CN—1110-030 @ with or 
without rangefinder cam. 
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Mai 62 


COMPUR-TYPENUBERSICHT Verschtusgréfe 0 
SPECIFICATIONS OF COMPUR SHUTTERS sizeo 


Benennung Typen Nr. Synchronisierung 
Designation Type No. ‘Synchronisation 


SYNCHRO-COMPUR 0-MXV Xu. M Kontakt 
GH-Reflex ieee X and M Contacts 





=n 





67,08 


_ 24,09 —4 


61,28 
— M 42,0x0,75 


ere 
= 
|. _M 33,5x0,5 —», 


@ VerschluBzeiten: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 @ Angabe 
der Zeitbelichtungswerte @ Lichtwerteinstellung @ Selbstausléser 
@ automatische Scharfentiefeanzeige @ Vorwahispringblende @ 
Sektorenéfinungseinrichtung @ BlendenschlieBeinrichtung auf 
Wunsch @ Einweltenantrieb @ MX-Schaltringsperre @ Kontakt- 
nippel am Gehause. 


Shutter speeds: B, 1, 2, 4, 8, 18, 30, 60, 125, 250, 500 @ Exposure 
Lal times indicated @ Ligth value setting @ Se'f-timer @ Automatic 
P28 hil depth-of-field indicator @ Automatic pre-set diaphragm @ Dia- 

ee ee phragm opening mechanism @ Diaphragm closing mechanism 
Ma8e nur zur Information — Anderungen vorbehalten optional @ Single-shaft drive system @ M-X selector ring lock @ 


Dimensions in mms. © = diameter . 4 
Dimensions are subject to alterations Contact nipple on housing. 


- 


—— 














Benennung Typen Nr. ‘Synchronisierung 
Designation Type No. Synchronisation 


SYNCHRO-COMPUR 0-MXV Xu. M Kontakt 
GH-Reflex-Wechsel al 0 X and M Contacts 





1210-022 





AUSZUG 
EXTENSION 





@ VerschluBzeiten: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 @ Angabe 
der Zeitbelichtungswerte @ Lichtwerteinstellung @ Selbstaus- 
léser @ automatische Scharfentiefeanzeige @ Vorwahispring- 
blende @ Sektorenéffnungseinrichtung @ BlendenschlieBeinrich- 


= | tung auf Wunsch @ Einwellenantrieb mit Sperre @ Entfernungs- 
Scie lt 





einstellung durch Schneckenzug @ MX-Schaltringsperre @ Kon- 
3,95 taktnippel am Gehause @ Bajonetthalterung nach Wahl. 








ane ‘AUFLAGE Shutter speeds: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 
BERS ot ABUTMENT Exposure times indicated @ Light value setting 
Brennweitenrichtwerte | Ayszug | Steigung| _mdgl. Blende @ Self-timer @ Automatic depth-of-field indicator @ 
Max. Focal Length Etonsion Pitch Possible range Automatic pre-set diaphragm @ Diaphragm opening 
approx. of Fstops mechanism @ Diaphragm closing mechanism optional 
@ Single-shaft drive system with lock @ Helical 
focusing mount @ M-X selector ring lock @ Contact 
nipple on housing @ Choice of several types of 
MaBe nur zur Information — Anderungen vorbehalten bayonet mounts. 


COMPUR-WERK MUNCHEN 





12.0mm | 2.8—22 
4 | 
60 & 80 10.45 mm (75—45) a= 








Benennung TypenNr. | Synchronisierung 
Designation Type No. Synchronisation 


Xu. M Kontakt 


a X and M Contacts 


SYNCHRON-COMPUR 0-MXV Xu. M Kontakt 
GH-Retlex-Wechsel ea X and M Contacts 


Xu. M Kontakt 
X and M Contacts 








@ VerschluBzeiten: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 50 
Angabe der Zeitbelichtungswerte @ Lichtwerteinstellung @ 
Selbstausléser @ automatische Scharfentieteanzeige @ Vor- 
wahispringblende @ Sektorenéffnungseinrichtung @ Blen- 
denschlieBeinrichtung auf Wunsch @ Einwellenantrieb mit 
Sperre @ Entfernungseinstellung durch Schneckenzug 
MX-Schaltringsperre @ Kontaktnippel am Gehause @ Bajo- 
netthalterung nach Wahl. 


Shutter speeds: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 @ Expo- 
sure times indicated @ Light value setting @ Self-timer @ 
Automatic depth-of-field indicator @ Automatic pre-set dia- 
phragm @ Diaphragm opening mechanism @ Diaphragm 
closing mechanism optional @ Single-shaft drive system 
with lock @ Helical focusing mount @ M-X selector ring 
lock @ Contact nipple on housing @ Choice of several 
types of bayonet mounts @ 


1210-022 











3,95 


AUFLAGE 
Dimensions in mms. ABUTMENT 
® = diameter 

Dimensions are subject to alterations 

MaBe nur zur Information — Anderungen vorbehalten 




















Brennweitenrichtwerte | Ayszug | Steigung| ddl. Blende 


Type | 
| Max, Focal Length Possible range 
| of f-stops 


Type No. bic, Extension 
1210-041 150 575 | 656 


| 
1210—042 250 81,95 90,05 


1210—047 119,0 127,1 


MaBe in mm 
Dimensions in mms. 
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“7 October 1965 


SPECIFICATIONS OF COMPUR QUICK-CHANGE LENS MOUNTS 
Size 00 


CN—1111-851 


Type A/I Type A/2 Type B/I 


COMPUR Quick-Change Lens Mounts optionally as 

with automatic depth-of-field indicator 
for “Standard” Mount 
SYNCHRO-COMPUR 00-MXV “Wide” and without rangefinder cam 
“Wide Reflex” Shutters (types CN—1110—034 and without preset diaphragm 
CN—1110—-035) 
for follow-up system (coupled light meter) Mount for rangefinder cameras ') 

with rangefinder cam 


without preset diaphragm 
(Dimensions: see overleaf) 


Mount for reflex cameras 
without rangefinder cam 
with preset diaphragm 

“Combination” Mount ') 


with rangefinder cam 
1) Not for type D/1 (CN—1111—885/86) with preset diaphragm 





COMPUR-WERK MUNCHEN 


f= M19,0x0,5 — 


Type A/2 


J—-M19,0x0,5 4 





be — 22,5405 











——MA1,5x0,5. 





g 
& 
$ 
= 
] 
i 




















50,00——— 
M19,0x0,5—4 





Type D/1 


shutter flonge 




















Extension Pitch Possible 

f-stops 

= 8.5-10.9 
or 
77 


20.0-22.4 
or 
19.2 


1840-15) 26.6 18.8-20.8 


14Q-1.5@ | 19.4 2.08 


Observations 


for lenses displaced as a 


unit for focusing 


special model for parti- 
cularly heavy lenses 





for front cell focusing lenses 


COMPUR-WERK MUNCHEN 





April 1980 


SPECIFICATIONS OF COMPUR SHUTTERS 


Size 00 
for follow-up systems (coupled light meter) 





Designation Type No. Synchronisation 


SYNCHRO-COMPUR 00-MXV 


“Standard” CN-1110-018 — X and M Contacts 





“Standard” 010 for front lens 
systems additionally provided 
with automatic depth-of-field 
indicator. 


—M22,5x0,5—» 
M22,5x0,5—e 


COMPUR-RAPID model 
(without M contact) 
derived from basic 


SYNCHRO-COMPUR design 


Shutter speeds: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 @ Exposure 
times indicated @ for follow-up systems light value scale @ Self- 
Diana ie timer @ Detent grooves for M-X lock on camera body @ Tensioning 
Dimensions are subject to alterations and release shaft @ Contact lug at rear @ Through hole for range- 
finder shaft @ Automatic depth-of-field indicator for front lens 


systems. 





Designation Type No. Synchronisation 


SYNCHRO-COMPUR 00-MXV 


“Standard” CN-1110-016  X and M Contacts 





“Standard” 018 additionally 
provided with shutter speed and 
f-stop combination selector (for 
follow-up systems) 


Shutter speeds: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 @ Exposure 
times indicated @ for follow-up systems light value scale @ shutter 
speed and f-stop combination selector @ Self-timer @ Detent grooves 
for M-X lock on camera body @ Tensioning and release shaft @ 
Dimensions in mms, Contact lug at rear @ Through hole for rangefinder shaft @ Auto- 


= diameter 


Dimensions are subject to alterations matic depth-of-field indicator for front lens systems. 


COMPUR-WERK MUNICH 





Februar 1968 


COMPUR-TYPENUBERSICHT 
VerschluBgrBe 00 mit Lichtwertnachféhrung 


SPECIFICATIONS OF COMPUR SHUTTERS 


Size 00 for follow-up systems (coupled light meter) 





Benennung 
Designation 


SYNCHRO-COMPUR 00-MXV 
BH-Reflex 


Typen-Nr. 
Type No. 


Synchronisierung 
Synchronisation 


X- u. M-Kontakt 


—1110—-( 
ENSINO X and M Contacts 





=| 


K—1780 
1 
55,6 





f—M22,5x0,5 
1 —M22,5x0,5: 














MaBe nur zur Information 
Anderungen vorbehalten 

Dimensions in mms 

> = diameter 

Dimensions are subject to alterations 


BH-Reflex-020 ergéinzt mit automatischer Schiir- 
fentiefeanzeige fir Gesamtverstellung, Licht- 
wertnachfihrung und Kombinationswahler. 


“Bayonet-Mount Reflex" 020 for interchange- 
able front lens components additionally pro- 
vided with automatic depth-of-field indicator; 
shutter speed and f-stop combination selector 
for follow-up systems. 


@ VerschluBzeiten: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 @ Angabe der Zeitbe- 
lichtungswerte @ Lichtwertnachfihrung fur gekuppelten B-Messer @ Kombi- 
nationswGhler @ Selbstausléser @ MX-Schaltringsperre @ Spann- und Auslése- 
welle @ Kontaktfahne an der Riickseite @ automatische Scharfentiefeanzeige fir 
Gesamtverstellung @ starrer Objektivtréger @ Bajonetthalterung mit Riegel fir 
Vordergliedwechsel @ Sektorenéffnungseinrichtung @ Vorwahlspringblende. 
Shutter speeds: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 @ Exposure times indicated 
@ for follow-up systems @ shutter speed and f-stop combination selector @ Self- 
timer @ M-X selector ring lock @ Tensioning and release shaft @ Contact lug at 
rear ® automatic depth-of-field indicator for interchangeable front lens sections @ 
Rigid lens mount @ Bayonet-mount with lock for interchangeable front lens com- 
ponents @ Shutter opening device @ preset diaphragm 








Benennung 
Designation 


SYNCHRO-COMPUR 00-MXV 
Weit Wide 


SYNCHRO-COMPUR 00-MXV 
Weit-Reflex Wide-Reflex 


Typen-Nr. 
Type No. 


Synchronisierung 
Synchronisation 


X- u. M-Kontakt 
X and M Contacts 


X- u. M-Kontakt 
X and M Contacts 


CN-—1110—034 


CN—1110—035 








Aulloge for Compur 
‘Wechselfassung| 
dees aioe 


henge’ lens 


(8o— 


i 








Komera - Aufl 


MaBe nur zur Information 
Anderungen vorbehalten 

Dimensions in mms 

@ = diameter 

Dimensions are subject to alterations 


Weit-030 ergéinzt mit Lichtwertnachfihrung 
und Kombinationswaihler. Weit-Reflex zusiitz~ 
lich mit Sektorendffnungseinrichtung. In Ver- 
bindung mit COMPUR-Wechselfassung, Vor- 
wahlspringblende. 

"Wide" 030 additionally provided with shutter 
speed and f-stop combination selector for 
follow-up systems. “Wide-Reflex” with sup- 
plementary shutter opening device. Together 
with COMPUR quick-change lens mount: pre- 
set diaphragm and automatic depth-of-field 
indicator. 


@ Verschlufzeiten: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 @ Angabe der Zeitbelich- 
tungswerte @® Lichtwertnachfihrung fir gekuppelten B-Messer @ Kombinations- 
wihler @ Selbstausléser @ MX-Schaltringsperre ® Spannwelle und Auslésehebel 
@ Kontaktfahne an der Riickseite @ weiter Durchgang @ ohne Blende @ starrer 
Objektivtrager @ Bajonetthalterung mit Riegel fir COMPUR-Wechselfassung 
@ Durchgangsloch fir E-Messer-Steverung. 

Weit-Reflex cusdtzlich mit Sektorendtfnungseinrichtung, 

In Verbindung mit COMPUR-Wechselfassung, automatische Scharfentiefeanzeige 
© E-Messer-Steverung @ Vorwahlspringblende. 

(Siehe auch COMPUR-Typen-Ubersicht, Blatt 5) 

Shutter speeds: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 @ Exposure times indicated 
@ for follow-up systems @ shutter speed and f-stop combination selector @ Self- 
timer @ M-X selector ring lock @ Tensioning shaft and release lever @ Contact lug 
at rear @ Large inside diameter @ No diaphragm @ Rigid lens mount @ Bayonet- 
mount with lock for COMPUR quick-change lens mounts @ Through hole for 
rangefinder shaft. 

“Wide-Reflex” with supplementary shutter opening device. 

Together with COMPUR quick-change lens mount: automatic depth-of-field in- 
dicator @ rangefinder shaft @ preset diaphragm. 

(See specifications of COMPUR quick-change lens mounts, page 5). 


COMPUR-WERK MUNCHEN 








Benennung 
Designation 


SYNCHRO-COMPUR 00-MXV 
Standard 


COMPUR-RAPID 00-XV 
Standard 


Typen-Nr. 
Type No. 


Synchronisierung 
Synchronisation 


X- uv. M-Kontakt 


CN-1110-025 x and M Contacts 


nur X-Kontakt 


EN-1112-925;) x Contact only 














Kamera > canera 


Avfloge Trice” 





Mafe nur zur Information 
Anderungen vorbehalten 

Dimensions in mms, 

® = diometer 

Dimensions ore subject to alterations 


Standard-010 ergéinzt mit AnschluB fiir Licht- 
wertnachfihrung, Kombinationswahler, MX- 
Schaltringsperre. 


“Standard” 010 additionally provided with 
light value control for follow-up systems; 
shutter speed and f-stop combination selector; 
M-X selector ring lock. 


@ VerschluBzeiten: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 @ Angabe der Zeitbelich- 
tungswerte @ AnschluB fir Lichtwertnachfuhrung fiir gekuppelten B-Messer 
@ Kombinationswahler @ Selbstausléser @ MX-Schaltringsperre @ Spann- und 
Auslésewelle @ Kontaktfahne an der Rickseite @ Durchgangsloch fir E-Messer- 
Steverung @ Frontplatte nach Wahl. 


Shutter speeds: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 @ Exposure times indicated 
@ for follow-up systems @ shutter speed and f-stop combination selector @ Self- 
timer @ M-X selector ring lock @ Tensioning and release shaft @ Contact lug at 
rear @ Through hole for rangefinder shaft @ Choice of several front plates. 





Benennung 
Designation 


SYNCHRO-COMPUR 00-MXV 
Standard 





Typen-Nr. 
Type No. 


Synchronisierung 
Synchronisation 


X- u. M-Kontakt 


Ch=IN10-028 X and M Contacts 








a1 | 


}—M22,5x0,5: 
}+—17,8 0. 





H+—M22,5x0,5: 














eonar ee 
Ty jcofautoge, Sat 


Mate nur zur Information 
Anderungen vorbehalten 

Dimensions in mms, 

@ = diameter 

Dimensions are subject to alterations 


Standard-025 ergiinzt mit automatischer Schéir- 
fentiefeanzeige fur Frontlinsenverstellung. 
“Standard” 025 additionally provided with 
automatic depth-of-field indicator for non- 
interchangeable front lens systems. 


@ VerschluBzeiten: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 @ Angabe der Zeitbelich- 
tungswerte @ Anschlu8 fir Lichtwertnachféhrung fir gekuppelten B-Messer 
© Kombinationswéhler @ Selbstausléser @ MX-Schaltringsperre @ Spann- und 


Auslésewelle @ Kontaktfahne an der Rickseite @ Durchgangsloch fir E-Messer- 
Steverung © automatische Scharfentiefeanzeige fur Frontlinsenverstellung. 


Shutter speeds: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 @ Exposure times indicated 
© for follow-up systems @ shutter speed and f-stop combination selector @ Self- 
timer @ M-X selector ring lock @ Tensioning and release shaft @ Contact lug at 
rear @ Through hole for rangefinder shaft @ automatic depth-of-field indicator 
for non-interchangeable front lens systems. 





COMPUR-WERK MUNCHEN 


Februar 1968 


COMPUR-TYPENUBERSICHT 


VerschluBgréBe 00 mit Lichtwertnachfihrung 


SPECIFICATION OF COMPUR SHUTTERS 


Size 00 for follow-up systems (coupled light meter] 





Benennung Typen-Nr. Synchronisierung 
Designation Type No. Synchronisation 
SYNCHRO-COMPUR 00-MXV 


i : X- u. M-Kontakt 
mit verzahnten Einstellringen CN—1110—019 
with segmented setting rings X and M Contacts 





Standard-025 als Sondermodell fir verdeckten 
Einbau mit verzahnten Einstellringen. 

Special shutter model developed from “Standard” 
025 @ Shutter is arranged behind the lens in 
camera body @ Speed and aperture setting ele- 
ments are linked with setting means located on 
camera front. 


@ VerschluBzeiten: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 @ Einstellung fur Zeitbelich- 
tungswerte @ AnschluB fur kontinuierlichen Lichtwertsteller Uber Stegring (verzahnter 
Mitielring) fir gekuppelten B-Messer @ Kombinationswahl @ Selbsiousléser @ MX- 
Schaltringsperre @ Spann- und Auslésewelle @ Kontaktfahne an der Riickseite @ 
Durchgangsloch fur E-Messer-Steverung @ Aufienverzahnungen am Zeit-, Blenden- 
und Stegring. 

Diese VerschluBtype befindet sich nicht mehr in Serienproduktion. 


Shutter speeds: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 @ Exposure times indicated @ for 

Leni Se Sete follow-up systems: intermediate ring of shutter engages with toothed segments on 

i i light value setting elements on camera (camera and light meter elements) @ Com- 

Mofe nue zur Information bination shutter speed and f-stop selection @ Self-timer @ M-X selector ring lock @ 

Anderungen vorbehalten Tensioning and release shaft @ Contact lug at rear @ Through hole for rangefinder 

Dimensions in mms. shaft @ Exposure control ring, aperture control ring, and intermediate ring are 

® = diameter provided with external toothing. 

Dimensions are subject to alterations This shutter type is not anymore manufactured in series. 





Benennung Typen-Nr. Synchronisierung 
Designation Type No. Synchronisation 
COMPUR 00-XV 


mit Lichtwertnachfihrung und nur X-Kontakt 
Filmwerteinstellung CN—1112—004 


with meter coupling system and 
film speed setting 


X Contact only 





Obiektiv.Zentrierung 
Tens centering 


Objektiv-Aufloge 
ey esi mownting tice @ Verschlufzeiten: B, 1, 2, 4, 8, 15, 30, 60, 125, 250,500 @ Anschlu® fir Licht- 
GB renee segs wertnachflhrung fur gekuppelten B-Messer (durch Taststift) @ Spann- und 
Fi Auslésewelle @ Kontaktfahne an der Rickseite @ Filmwerteinstellung 
@ Spannhebel fir Selbstausléser. 





Mafe nur zur Information Shutter speeds: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 @ Shutter setting is 


ee Norketealter transmitted to exposure meter by tracer of control cam @ Tensioning and 


@ = diameter releasing shaft @ X contact at rear @ film speed setting @ Tensioning lever 
Dimensions ore subject to alterations for self-timer. 


COMPUR-WERK MUNCHEN 





kas November 1965 


COMPUR-TYPENUBERSICHT JorschlubgrdBe 0 mit 


Sektorendffnungseinrichtung Blatt 9 


SPECIFICATIONS OF COMPUR SHUTTERS 


Size 0 Shutters with blade opening mechanism 





Benennung Typen-Nr. Synchronisierung 
Description Model Number Synchronization 


SYNCHRO-COMPUR 0-MXV 
mit Sektorenéffnungs- 
einrichtung 1210—051 
with blade opening 
mechanism 


X- u. M-Kontakt 
X and M contacts 





M29,5x0,5 
M29,5x0,5 
M32,5x0,5 


© VerschluBzeiten: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 @ 
Selbstausléser @ Spannring @ Auslésehebel, Anschlu8- 
nippel fur Drahtausldser @ Sektorenéffnungshebel @ Kon- 
taktnippel am Gehduse @ Blendenrasten @ 


Kihiastide sist Ieee oie = wee eect @ Shutter speeds: B, 1,2, 4,8, 15, 30, 60, 125, 250, 500 @ Self- 

ee ate i es VE = MRE e ASR Pare timer @ Tensioning ring @ Release lever, contact nipple for 

= diameter | Dimensions are subject to alterations cable release @ Blade opening mechanism @ Contact 
nipple on housing © f-stop click stops. 











Benennung Typen-Nr. Synchronisierung 


Description Model Number Synchronization 


SYNCHRO-COMPUR 0-MXV 
mit Sektorendtfnungs- 
einrichtung und Tragfassung 1210660 
with blade opening 
mechanism and carrier mount 


X- u. M-Kontakt 
X and M contacts 








Dieser SpezialverschluB ist in seinem Aufbau 
und in den Funktionen gleich wie 1210—051 je- 
doch ohne Blendenringrasten. 


The design and functions of this special shutter 
are the same as those of 1210—051, but with- 
out the diaphragm ring click stops. 











MoBe nur zur Information 
— Anderungen vorbehalten 


Dimensions in mm. / = diameter 
Dimensions are subject to alterrations 


COMPUR-WERK MUNCHEN 








Benennung Typen-Nr. Synchronisierung 
Designation Model Number | “Synchronization 
SYNCHRO-COMPUR 00-MXV 


Spannring 1110—002 X- u. M-Kontakt 
Tensioning ring 








@ VerschluBzeiten: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 @ 
Selbstausléser @ Spannring, Auslésehebel @ Spann- und 
Auslésesperre © Kontaktnippel am Gehduse mit Drahtaus- 
ldésernippel @ Blendenskalaschild ohne Gravur @ Durch- 
gangsloch fir E-Messer-Steuerung méglich @ Frontplatte 
nach Wahl 


© Shutter speeds: B, 1, 2, 4, 8, 15, 30, 60, 125, 250, 500 @ Self- 
timer @ Tensioning ring, release lever @ Tensioning and 
trigger lock @ Flash terminal on housing @ With cable 
release socket @ Diaphragm scale not engraved @ Possi- 
bility of providing through-hole for rangefinder control @ 
Choice of several front plates. 





__ M22,5x0,5 
M 25x05 





COMPUR-WERK MUNCHEN 


“7 November 1964 


SPECIFICATIONS OF COMPUR SHUTTERS 
Size 000 








Designation Model No. Synchronization 


CN-1914-000") 
COMPUR 000-X CN_1914-001 X contact 





4650 
eM 13x05—= 
|= —M18x05—! | 


= M205 x 0,5 





@ Shutter speeds: B, 30, 60, 125, 250, 500 
@ Tensioning shaft, release lever 
@ Flash terminal at rear 


Dimensions are in millimeters ond for information only. They are subject to chenge without notice. 


*) Dimensions and functions of shutter type CN-1914-000 are identical to those of 
CN-1914-001, but there is no aperture/speed ring. In the Repair Instructions only the 
shutter CN-1914-000is described and illustrated. 





Designation Model No. Synchronization 


COMPUR 000-X 
with press-key CN-1914-015 X contact 
diaphragm control 


v 
bE 09 SZi 052 005 


Pry tb 99 7 82 


M205x0,5 


© Shutter speeds: B, 30, 60, 125, 250, 500 

@ Press-key diaphragm control (with manual 
override) 

@ Tensioning shaft, release lever 

@ Flash terminal at rear 








Dimensions ore in millimeters and for information only, They are subject to change without notice. 


COMPUR-WERK MUNCHEN 
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SPECIFICATIONS OF COMPUR SHUTTERS 
Size 000 





Designation Model No. Synchronization 





COMPUR 000-X CN-1915-001 X contact 





= M18x05 -+ 
M 20,5 x 0,5 








@ Shutter speeds: B, 30, 60, 125, 250 
@ Tensioning shaft, release lever 
@ Flash terminal at rear 


Dimensions are in millimeters and for information only. They are subject to change without notice. 





Designation Model No. Synchronization 


COMPUR 000-X CN-1916—001 X contact 











PULLER yy 














= M18x0,5—= 


= M205x05 





@ Everset shutter 

@ Shutter speeds: B, 30, 60, 125, 250 

@ Combined tensioning and release key 
@ Flash terminal at rear 


Dimensions are in millimeters and for information only. They are subject to change without notice. 


COMPUR-WERK MUNCHEN 








Designation Model No. Synchronization 


COMPUR 000-X 


with taper differential CN-1916—004 X contact 
and film speed setting 





vous 
wy 9 22 
19 a 


Single-action shutter 

Shutter speeds: B, 30, 60, 125, 250 

Connection for coupled follow-up exposure meter (feeler pin) 
Film speed setting 

Flash terminal at rear 


M20,5x05 





Dimensions are in millimeters and for information only. They are subject to change without notice. 





COMPUR-WERK MUNCHEN 


